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@ NX10-Z-XL

Needle roller/axial ball bearing

Schaeffler Kimligi: Needle roller/axial ball bearings NX..-
0507791500000 Z, single direction axial component, for
grease lubrication

Teknik bilgiler
2) C, Dimensions
i N Cq 4,7 mm Distance to lubrication hole
] ‘ ra : | C, 4,7 mm Distance to lubrication hole
| \ dy 10 mm Bore diameter of shaft washer
Dq| dg ‘_ R ‘ 7 i 0,3 mm Minimum chamfer dimension
} 21,3 g Agirlik
|
- _47//,:,,%; Main Dimensions & Performance Data

Fw 10 mm Bore diameter
D 19 mm Outside diameter
C 18 mm Height
! C, 5.000 N Basic dynamic load rating, radial
r Cor 3.700 N Basic static load rating, radial
Ca 4.600 N Basic dynamic load rating, axial
dw| T1 0T — T |Fw|/D C oa 7.200 N Basic static load rating, axial
© uy 730 N Fatigue load limit, radial
&7 ‘ T Cua 330 N Fatigue load limit, axial
B ng 11.000 1/min Limiting speed

Mounting dimensions

d, 14,6 mm Mounting dimension shaft shoulder
[ & gier 0,3 mm Maximum recess radius

D 4 21,9 mm Connection diameter snap ring

C, 10 mm Connection width with snap ring

Additional information

IR6X10X10-1S1-XL Suitable inner rings IR

WR19, SW19 Snap ring

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintil bilgi igin internet sitemizdeki iletisim formunu kullanabilirsiniz.
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Temperature range

T min -30 °C Operating temperature min.

T Gien 120 °C Operating temperature max.

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintili bilgi iin internet sitemizdeki iletisim formunu kullanabilirsiniz.



