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@ SL183020

Cylindrical roller bearing

Schaeffler Kimligi: Cylindrical roller bearing SL18..-A, full

0011294730000 complement roller set, single row, semi-
locating bearing, 1 rib on outer ring, 2 ribs
on inner ring, type SL18

Teknik bilgiler
r Dimensions
rJ |n I min 1,5 mm Minimum chamfer dimension
5 4 mm Axial displacement
D| Dy d 4 | di |E d 4 115,7 mm Maximum rib diameter inner ring
D q mitn 134 mm Minimum rib diameter outer ring
E 140,2 mm Raceway diameter outer ring
] Iu 2,08 kg Agirlik
8 Main Dimensions & Performance Data
d 100 mm Bore diameter
D 150 mm Outside diameter
) B 37 mm Width
Cp 216.000 N Basic dynamic load rating, radial
Cor 300.000 N Basic static load rating, radial
Gy 43.500 N Fatigue load limit, radial
ng 2.600 1/min Limiting speed
n g 2.040 1/min Reference speed

Mounting dimensions

—E‘ d amin 115,7 mm Minimum diameter shaft shoulder
® @il 115,5 mm Minimum shaft shoulder
D 2 max 134 mm Maximum diameter of housing shoulder
s B D e min 140 mm Minimum diameter of housing shoulder
I 2 max 1,5 mm Maximum recess radius
‘.I]:m Temperature range
T min -30 °C Operating temperature min.
T e 120 °C Operating temperature max.

Veri tablosu, secilen irlinlin boyutlari ve temel yik kapasitesi hakkinda yalnizca genel bir bakis sunar. Litfen bu Grline dair ayrintil bilgileri ve kilavuzlari
inceleyin. Daha ayrintil bilgi igin internet sitemizdeki iletisim formunu kullanabilirsiniz.



